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NEW PIVOT RADIUS CHAIN SIDEFLEX RUN

PLASTIC MULTIFLEX CHAIN

Plastic multiflex chain is divided into PR, PRT, PR1702, PR1700, PR1700T,
PR2700T, 1765ZERO. PR chain is used when moving straight and PRT
chain is good for curves. PR and PRT chains are good for small square
packaging transport (milk and yogurt). If it is made as 2 rows, then it
is good for box transport (paper box and plastic box). 

플라스틱 멀티프렉스 체인은 PR, PRT, PR1702, PR1700, PR1700T,
PR2700T, 1765ZERO로구분된다. PR 체인은직선으로진행할때사용
하며 PRT 체인은 커브 구간에 용이하다. PR, PRT 체인은 작은 사각용
기(우유팩, 요구르트) 이송 및 2열로 컨베이어를 구성하여 박스 이송에
많이적용한다. (종이박스, 플라스틱박스)

※ Standard length :3.000m (60links)
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PIVOT RADIUS CHAIN WITH TABS SIDEFLEX RUN
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※ Standard length :3.000m (60links)

※ Standard length :3.000m (60links)

PIVOT RADIUS CHAIN STRAIGHT RUN
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PIVOT RADIUS CHAIN WITH TABS SIDEFLEX RUN

※ Standard length :3.000m (60links)

※ Standard length :3.000m (60links)

PIVOT RADIUS CHAIN SIDEFLEX RUN
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※ Standard length :3.000m (60links)

PIVOT RADIUS CHAIN WITHOUT TABS SIDEFLEX RUN
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SPROCKET FOR PR2700T CHAIN SIDEFLEX RUN

※ Standard length :2.520m (36links)

PIVOT RADIUS CHAIN WITHOUT TABS SIDEFLEX RUN



CONVEYOR SECTION PR, PRT
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RETURN ROLLER PR, PRT
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PLASTIC CASE CONVEYOR CHAIN

Case transport conveyor chain is divided into 600 load series and
1400 series, 2600 series. Usually, it is used for heavy load box
transport and connecting pin is made of special stainless steel. 

케이스(case) 이송 콘베어 체인은 600중하중 시리즈와 1400 시리즈,
2500시리즈로 나뉜다. 일반적으로 중하중 상자 이송에 사용되고 연결
핀은특수스텐레스스틸핀으로사용한다.
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※ Standard length : 3.05m-10feet (37links) 

※ Standard length : 3.05m-10feet (48links) 

148

156,159

148



CASE CONVEYOR CHAIN U-2500S SPROCKET STRAIGHT RUN

※ Standard length : 3m (48links)

CASE CONVEYOR CHAIN U-2500S STRAIGHT RUN

Material : Mono cast Nylon
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- OPTION PLATE    U-2500S-ATT

CASE CONVEYOR CHAIN STRAIGHT RUN


